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Chapter1 Net S10mini introduction 

Welcome to South Surveying&Mapping Technology Co., Ltd, which is China’s leading 

manufacturer of surveying equipment including GNSS receivers and Total Stations. To know 

more about SOUTH, please visit our official website http://www.southinstrument.com/ 

This manual takes Net S10mini GNSS receiver for example, to explain how to install, set up and 

uses this receiver as well as the use of the accessories. We recommend that you read these 

instructions carefully before using the instrument. 

1.1 Brief introduction of Net S10mini 

Net S10mini is a high-end CORS receiver based on many years of technology accumulation of 

SOUTH Company. It is domestic independent satellite navigation system, with independent core 

technology. Receiver uses small volume efficient core processor of Cortex-A5 with strong 

performance and fast compute speed. As we know, international mainstream operating systems 

are Windows and Linux, and Net S10mini chooses Linux as the built-in operating system which 

has powerful onboard software, it is a real embedded control system. Receiver of Net S10mini is 

built with new aluminum alloy design, and it can adapt to the complex work environment with 

Level of IP68 industrial design and fully meet the CORS system unattended for a long time and 

stable operation of demand. 

Net S10mini designs a fixed stent which is convenient to install and can be installed anywhere. 

According to the industrial standard to choose receiver internal electronic components, receiver 

can stable work in 40 ℃ to 75 ℃environment, all parameters are automatically saved in the 

internal FLASH, parameters will not change when power supply drop, the instrument can 

automatically connect to the server. 

Net S10mini can not only upload static data, observation data, satellite data and differential data,  

but also it adopts stable and reliable eMMC storage method and it has the automatic cycle storage 

function. In addition, the users can use external mobile storage devices to backup the static data 

http://www.southinstrument.com/
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by USB interface; data can also be downloaded remotely. 

Net S10mini has flexible configurations, such as local network configuration, WIFI connection, 

Bluetooth connectivity, serial port configuration and the network remote configuration.  It 

supports remote restart, remote format the SD card, remote registration and firmware upgrade, 

which help users easily to maintain and reduce the costs. 

1.2 Main features 

Net S10mini reference station receiver technology characteristics are as follows:  

1. 965 or 336 channels, fully compatible with all major satellite positioning system; 

2. Receiver uses smallest Cortex-A5 as core processor, strong and fast; 

3. Embedded with new generation of Linux operating system which improves the receiver 

performance and work efficiency; 

4. Net S10mini is built with new aluminum alloy design, and it can adapt to the complex work 

environment with Level of IP68. 

5. Providing WiFi function which allows to configure receiver via Wifi connection, greatly 

improves the user experience and convenience; 

6. Supports STH, RINEX2.x and RINEX3.x; 

7. With 8 GB high-speed built-in memory, stable and reliable eMMC storage method, the 

receiver has the automatic cycle storage function. In addition, the user can use external mobile 

storage devices (The biggest store of 1TB) to store the static data by USB main interface; 

8. Standard external 10MHZ frequency input interface, one PPS output interface, one event 

input interface and weather/tilt sensor interface. 

9. Built-in standard 4G network module which is able to downward compatible with 3G network, 

makes data transmission more flexible and convenient. 
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Chapter 2 Hardware Component 

2.1 Appearance 

Net S10mini receiver appearance is as shown in figure 2-1. Receiver is rectangular in shape like 

the previous generation—Net S9, in yellow and black color; the front panel provides buttons and 

LCD display function, and LED indicators; Rear panel provides multiple interface functions: RS 

- 232 interface, RJ45 interface, antenna interface, power supply interface, USB interface, etc.  

S10mini adopts aluminum alloy materials for the receiver shell, and the black thick plastic ring 

wraps each corner of receiver that it can prevent inner components damage from instrument 

falling down.  

 

Fig. 2-1 Net S10mini  
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2.2 Front panel 

Net S10mini front panel is as shown in figure 2-2; it mainly provides buttons and LCD display 

function. 

 

Fig. 2-2 Net S10mini front panel 

The front panel of each function module is as shown in table 2-1 

Buttons/LEDs Description Function 

 
WiFi indicator Flash to indicate the wifi is working 

 
Bluetooth indicator Light up to indicate the Bluetooth is connected 

 
Data indicator Flash according to data interval 

 
Satellite indicator Flash according to tracking satellites 

 
Power indicator Light up to indicate the power on status 

 USB interface External USB device connection, web UI accessing 

IOIO Serial interface Data stream output interface 

PWR Power supply Power supply interface 

 
RJ45 interface Connect to the internet by network cable 

Tab. 2-1 Net S10mini front panel functions 
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2.3 Rear panel 

Net S10mini rear panel provides a more diverse interface function, is as shown in figure 2-3 

 

 

 

 

Fig. 2-3 Net S10mini rear panel 

Net S10mini rear panel function of each interface is as shown in table 2-2 

NO. Description Function 

1 GNSS antenna interface I Connect with GNSS antenna via cable 

2 GNSS antenna interface II Reserve GNSS antenna interface for dual antenna usage 

3 UHF antenna interface Connect with the UHF antenna 

4 SIM card slot SIM card slot for Micro SIM 

5 3G/4G network antenna Connect with 3G/4G network antenna 

Tab. 2-2 Net S10mini rear panel functions 

 

 

 

① ② 
③ 

④ 
⑤ 
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Chapter3 Net S10mini Web interface 

Because of using the smart embedded Linux operating system and SOUTH intelligent cloud 

technology, the web UI allows users to configure and monitor the status of Net S10mini in real-

time. The accessing way is not only by WiFi connection, but also can be LAN connection or 

WAN mode. 

3.1 Access by WiFi 

The WIFI hotspot is default broadcasted by Net S10mini, search the WIFI hotspot which named 

with SOUTH_xxxx using smartphone, tablet or laptop, then establish the WIFI connection, input 

the default IP (10.1.1.1) into broswer, on the login interface, apply “admin” for the username 

and password. 

For example, search the WIFI hotspot broadcasted by a Net S10mini receiver using a laptop PC, 

choose the WIFI hotspot and click on connect button to establish the connection without 

password. 

 

Fig. 3-1 Connect with Net S10mini WiFi hotspot 
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3.2 Access by LAN 

In this mode, connect Net S10mini receiver to computer directly through a network cable, change 

the local IP address for S10mini, then enter this IP onto browser. we suppose that Net S10mini 

IP is 172.16.70.171, input this IP onto browser then we can enter the Net S10mini Web interface 

login page. 

 

Fig. 3-2 Login Web UI by LAN 

3.3 Access by WAN 

Forwarding the internal 80 port to the public IP bounded with a new port 8000, then enter the IP 

address and the forwarding port onto address bar of browser, like http://219.135.151.189:8000, 

then we can enter the Net S10mini Web interface login page. 

http://219.135.151.189:8000/
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Fig. 3-3 Login Web UI by WAN 

3.4 Web UI configuration 

In this section, we will take the wifi connection for example to access the internal web UI of Net 

S10mini. When we enter the Net S10mini Web UI login page, we can choose Chinese or English 

in the top right-hand corner of the login page through the shortcut key; At the same time, the Net 

S10mini provides the "help" shortcut keys, if the user cannot login system or the system page is 

abnormal, they are available by clicking on the login page in the top right corner of the "help" to 

get the solution. As shown in figure 3-3. 

 

Fig. 3-4 Web UI login page 
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There are 3 roles managed hierarchically the receiver, Administrator, Auditor and User, each 

role is responsible for different authority functions, as shown in table 5-1 

Roles Username  Password  Authority  

Administrator  Administrator GNSS123456 Add or delete general users, change all users’ 

password 

Auditor  Auditor  GNSS123456 View or download system log 

User  User1 GNSS123456 View the working status of receiver, configure 

parameters for receiver, download static data, 

update firmware and change encryption card. 

Default login admin admin Default login 

Tab.3-1 Roles of Net S10mini web UI 

In the login page, user input the correct name and password, click "login" to enter Net S10mini 

Web UI home page as shown in figure 3-5. System default user name and password are 

admin/admin. After login system, we can change the password on the "user management" page. 

 

NOTE: The IE explorer is recommended to use for the Web UI login. 

 

Fig. 3-5 home page of Net S10mini 
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As shown in figure 3-5, Web UI includes 14 functional bars: status, configuration, satellite 

information, data record, data transfer, network config, radio config, beacon config, firmware 

update, track manage, coordinate system, online service, user management and help. Check the 

function as shown in table 3-2. 

Ref Component Description 

 
Status  Positioning information, satellite tracking and the others will 

be displayed in this page 

 
Configuration It contains registration for receiver, base configuration, antenna 

configuration, satellite configuration, receiver configuration 

and system configuration. 

 
Satellite Information Display and control the satellites are used or not 

 
Data Record Configure the parameters for static mode and raw data 

download 

 
Data Transfer Contains NTRIP configuration, TCP/IP configuration and data 

transferring with PC 

 
Network Config Contains network parameters configuration, WIFI 

configuration and the other functions 

 
Radio Config Configure the parameters and frequency for radio modem 

 
Beacon Config  

 
Firmware Update It is used to upgrade the firmware for receiver and each modem 

 
Track Manage Record track file while doing measurement 

 
Coordinate System Setup a local coordinate system for Net S10mini 

 
Online Service Upload data onto a server in real-time 

 
User Management Add and manage the Web UI users 

 
Help Offers solutions 

Tab.3-2 Main functions of each menu of Web UI 

 

 



                                       Net S10mini User Manual 

13 
 

3.4.1 Status 

As shown in figure 3-6, System Information, Work Status and Position Information are listed 

under Status menu. 

System Information 

In this page, all the information of Net S10mini is diplayed such as serial number, hardware ID, 

MAC address, firmware version and so on. 

 

Fig.3-6 Status menu & System information 

 

Work Status 

The physical state of Net S10mini such as working mode, datalink, host temperature, and the free 

memory is obtained from this page 
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Fig.3-7 Work status 

Position Information 

In this page, users can be clear at a glance on current position information and satellite 

information, PDOP value and the GPS clock.  

 

Fig.3-7 Position information 
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3.4.2 Configuration 

General Config, Base Setup, Antenna Setup, Satellite Tracking, Receiver Operate and Default 

Language are contained under Configuration menu. Users are able to configure all kinds of 

parameters for Net S10mini under Configuration menu, and all the settings are immediate effect 

after saving. As shown in figure 3-8 

General Config 

The registration for receiver working mode setting can be completed in this general configuration 

page. If the code of Net S10mini has expired or is going to be run out, please provide the serial 

number of your Net S10mini for us to apply for another available code, then input the code into 

the blank or register the receiver online. 

Net S10mini allows users to setup the working mode and datalink from this Web UI that only 

need the mobile phone or tablet PC is able to connect the wifi hotspot of  Net S10mini. 

 

Fig. 3-8 Configuration 
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Base Setup 

Set Net S10mini as base mode, and the basic configuration for base can be setup in this page. 

Users can input the correct coordinates or capture a current position for the base. Also users can 

define what kind of correction format is transmitted. 

CMR ID/RTCM2.X ID/RTCM3.X ID: Users can specify the ID for transmitting correction. 

Position: Click this button to capture the coordinates for current position. 

Spare: This is used to the repeat station. 

Base Start Mode: Here contains 3 methods to start the Base, manually start base, automatically 

start base by fixed point, automatically start base by current point.  

Correction: Here contains the global general used correction formats including RTD, RTCM23, 

RTCM30, RTCM32, CMR and SCMRx. 

POP Value: This value is setup for the PDOP limitation. 

Status: Here will display the status for base in real-time. 

 

Fig. 3-9 Base setup 
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Antenna Setup 

The antenna parameters are configured in this page including the antenna height, measuring 

method. 

Antenna Height: This is the value for height of antenna while surveying. 

Measuring Method: Here provides several methods for measuring the antenna height such as 

carrier phase center, slant height, antenna edge, height plate and to the bottom.  

 

Fig. 3-10 Antenna setup 

Satellite Tracking 

In this page, users can define the mask angle for satellite tracking, and check on the box of 

corresponding band from the constellation that to use this band or not . 

 

Fig. 3-11 Antenna setup 
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Receiver Operate 

The page provides all kinds of operations to control the receiver such as self-check operation, 

clean epochs, factory reset, reboot and power off. 

Self-check: Users can also do the self-check from this configuration page, click on the Check all 

button to check all the modems or click on the check button corresponding to the modem to check 

one by one. 

Clean EPH: Click this button to clear the remaining epochs to let recever track the satellites 

better. 

Factory Default: Click this button to bring the receiver back to factory default setting. 

Reboot: Click this button to restart the receiver. 

Power Off: Click this button to power off the receiver. 

 

Fig.3-12 Receiver operate 
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System Setup 

This page is used to control Voice prompt, volume of voice, power saving, USB mode and the 

default language for receiver. 

Voice Prompt: Reserve for RTK receiver. 

Voice Volume: Reserve for RTK receiver. 

Power: Reserve for RTK receiver. 

USB: Reserve for RTK receiver. 

Default Language: Configure the default language for Net S10mini web UI.  

TimeZone(h): Use this to setup the corresponding time zone for your country or area and 

restart the receiver to take the effect. 

 

Fig.3-13 System setup 

3.4.3 Satellite Information 

The “Satellite Information” provides all kinds of tables, graph and the skyplot to view the 

information of tracking satellites. And it is allowed to configure to use which satellite in 

constellation on/off page by checking on the corresponding box. 

Tacking Table 

Here is the table to list all current used satellites and the other information for these satellites.  
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Fig.3-14 Tracking table 

Tracking Chart 

In this page, the histogram will indicate the signals from those used satellites, and allow to check 

each constellation separately. 

 

Fig.3-15 Tracking chart 
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Skyplot  

In this page, all the tracking satellires are shown on the skypolt, this let users intuitively view 

and know where the current position of satellite is. 

 

Fig.3-16 Skyplot 

GNSS on/off 

For all the running GNSS constellations or the augmentation system, Net S10mini allows to 

configure to use which satellite or not. In gnss on/off page, all the running satellites are listed, 

and unselect the box corresponding to the satellite NO. to not use it. 

 

Fig.3-17 GNSS on/off 
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3.4.4 Data Record 

The “Data Record” performance is mainly used to configure all the parameters for receiver in 

static mode. Much more operations can be done on Net S10mini such as storage path, interval, 

data format and data files download. 

Recording Config 

The page provides more practical operations for raw data storage. 

Storage Option: Here are the options to be selected for where the raw data will be stored, internal 

memory or external memory. 

Interval: This is the sampling interval for data storage, 50Hz(0.02s) sampling interval now is 

available for Net S10mini. 

File Interval: This is used to defined the data storage time for the static file.  

Data Format: Here are 3 options to selected for Net S10mini to store what kind of format data, 

STH, Rinex2.0 and Rinex3.0. 

Point Name: A point name is required, the last 4 digits of SN is default setting for the point name.  

Auto Delete: This is used to configured Net S10mini to delete the previous data files 

automatically if the memory is full. 

Format: Click this button to format the internal memory for Net S10mini. 

Recording Mode: Here are 2 options to configure Net S10mini to record raw data automatically 

or not if it achieves the sampling conditions. 

Start/Stop: Click these buttons to start recording or strop recording the raw data. 

Recording Status: Here shows the status of static data storage. 
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Fig. 3-18 Recording config 

Data Download  

This page provides the data files to download. 

Choose the storage where the static data recorded, and file type, then click on the blank of “Select 

Date” to choose what date the data was recorded and click “Get Data” button, all the files 

recorded in that day will show in the table, tap download button to download the data files. 

 

Fig. 3-19 Data download 
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FTP Transmission 

Net S10mini is able to be configured the static raw data to transfer to FTP server. Check the box 

of “Enable” option to activate this function, then input the FTP server IP, port, the assigned 

username and password, data file storage directory, click “Enter” button to confirm and save the 

configurations. 

 

Fig. 3-20 FTP transmission 

3.4.5 Data Transfer 

This performance contains General, Serial Port Config, TCP/IP Config, NTRIP Config, Data 

Flow Config and RTCM config. The “Data Transfer” allows to configure the output mode for 

raw observation data and differential data, as well as to the NTRIP performance configuration.  

General 

This page shows the service condition and the output contents of the ports, if the port item display 

in green, that means the port is being used, and the port is not used while the item display in red.  
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Fig.3-21 General 

Serial port Config 

This page is allowed to configure the baud rate, odd-even check and the data flow for serial port 

(3-pin port) and Bluetooth. 

CAUTION: do not change the default value in this page for each item, if you want to change the 

settings, please contact with SOUTH technician for further support.     

Raw observation data: This is the raw observation data straight from OEM board. 

Correction Data: This is the correction data straight from receiver. 

Navigation Data: This is the navigation data output from receiver such as NMEA-0183. 

SIC Observation Data: This is the user-defined format observation data from SOUTH. 

OpenSIC Observation Data: This is the open version of SOUTH user-defined format 

observation data for secondary development. 

 

Fig. 3-22 Serial port config 
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TCP/IP Config 

This is used to configured the raw data or navigation data to be uploaded or transferred to a server. 

And there are Caster and Server working mode for this performance. 

Caster: If this working mode is selected, Net S10mini will be a client to upload the data to a 

specify server if it connects to the internet. Input the specified IP and port for server, and the data 

format what is uploaded, check the box of on/off to enable this item settings, then users are able 

to see the uploaded data on server. 

Server: Net S10mini will upload the data onto internet if server is selected, then users are able 

to obtain its data by accessing to Net S10mini through the IP and port from receiver.  

 

Fig. 3-23 TCP/IP config 

NTRIP Config 

This is used to configure the NTRIP performance while receiver connects to internet. Mostly we 

use NtripServer for Net S10mini to transfer the physical correction directly to NrsServer software. 

Click the option of “Active” to enable this function (this function is available  under base mode), 

check the “Eagle Mode”, enter the IP address of NrsServer software and the port, self -define the 

mountpoint name, after that click “Enter” button to confirm and save the settings.  
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Fig. 3-24 NTRIP config 

Data Flow Config 

In this page, users can optionally to configure the content and the update rate of data flow that to 

output or not to output what kind of data format. 

Click on the dropdown list for each data format to define the update rate, Met-Tilt is for 

Meteorological applications. 
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Fig. 3-25 Data Flow config 

RTCM Config 

This is only available on Net S10mini with SOUTH GNSS board, it is allowed to configure the 

RTCM message in the correction directly from receiver. 

 

Fig. 3-26 RTCM config 
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3.4.6 Network Config 

The “Network Config” is able to configure the ways and the contents for internet access ofNet 

S10mini. Ethernet Config, GSM/GPRS Config, SMS Config, CSD Config, WIFI Config, 

Bluetooth Config, Port Forwarding, Route and Network Testing are under the list of Network 

Config. 

Ethernet Config 

Here is mainly to set up the local IP address for Net S10mini, that we can access to the Web UI 

with this IP. If the option of “No” is checked, then we should self-define an IP for receiver, 

including subnet mask and default gateway. If choose “Yes”, the receiver will obtain the local IP 

address automatically when it is connected to network. 

 

Fig. 3-27 Ethernet config 

GSM/GPRS Config 

In this page, all the information of receiver under GPRS mode will be displayed including the 

hardware information and dialing status. 

Status: The dialing status and hardware information are displayed in this field that users can 

intuitively to view the signal of network, module model and the IMEI number of the module.  

Parameter Config: The parameters of SIM card are input in this field including APN, assigned 
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username and password, dial mode. 

 

Fig. 3-28 GSM/GPRS config 

SMS Config 

On this configuration dialog, input a phone number into the blank, Net S10mini will send text 

message onto the phone which number is written. 
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Fig. 3-29 SMS config 

CSD Config 

CSD is the meaning of direct dial between Base and Rover with SIM card inserted (the CSD 

function should be activated on local SIM card), this function is mainly used in the area where 

there is very poor internet signal coverage. 

Status: This field displays the dialing status when CSD is used. 

Parameter Config: To enable the CSD function with checking the box of Enable option in this 

field, then input the phone number for Rover and Base in CallNumber and LocalNumber.  

Tips: please choose CSD as datalink for receiver in General Config . 

 

Fig. 3-30 CSD config 

WIFI Config 

This is mainly used on the WIFI configuration for Net S10mini, there are AP mode and Client 

mode for option. 

AP:  

This is used to enable the WIFI hotspot of Net S10mini broadcasts for mobile terminals such as 

smartphone or tablet to connect and access the Web UI. 



                                       Net S10mini User Manual 

32 
 

Check the box of AP in Work Mode to enable the WIFI hotspot of Net S10mini, and define the 

SSID,  password, encryption method and broadcasting channel for WIFI connection.  

DHCP IP Range: This is allowed to user-defined the IP for Web UI login. 

Client:  

This option enables Net S10mini to search and connect the other WIFI hotspot which connects 

to the internet, the receiver is able to download and use the mountpoint from reference st ation. 

Client_SSID: This is the WIFI hotspot which receiver is going to connect. 

Scan: Click this button to search the surrounding available WIFI hotspot.  

Password: This is the password which the WIFI hotspot requires. 

IP fields: If Net S10mini successfully connects to the WIFI, there will be an LAN IP address 

generated automatically by Net S10mini. 

ClearSSID: Click this button to clear the SSID list. 

 

Fig. 3-31 WiFi config 

Bluetooth Config 

In this page, users can view the information and connection status of Bluetooth, such the MAC 

of Bluetooth, discoverable or not, the PIN code, and the connection devices in following table.  
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Fig. 3-32 Bluetooth config 

Port Forwarding 

This page is mainly used to view and configure the internet transmission port for Net S10mini, 

customize and debug receiver, forwarding port on public network. 

NOTE: Usually we will keep the default setting in this page, if you would like to modify it, please 

contact with SOUTH technician for more supports. 

 

Fig. 3-33 Port forwarding 
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Route 

This is mainly used to view and configure the parameters for router, only under the condition of 

customize and debug receiver. 

NOTE: Usually we will keep the default setting in this page, if you would like to modify it, please 

contact with SOUTH technician for more supports. 

 

Fig. 3-34 Route 

Network Testing 

This function is mainly used to test network status for New G1 plus after logging on the internet. 

How to do: 

Input any available IP address into “Input IP bar”, then click “PING” button, the testing 

information will be displayed in the following window. 
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Fig. 3-35 Network testing 

3.4.7 Radio Config 

As the name implies, the parameters of radio can be done in “Radio Config”, it is divided into 

Radio Parameter and Radio Frequency. 

Radio Parameter 

This page is mainly used to configure the parameters for internal radio module of Net S10mini. 

Active: This is a switch of enable/disable radio function for receiver (this option would be 

checked automatically as long as the receiver datalink was set as internal UHF) 

Air Baud Rate: This represents the data transmission rate in the air of internal radio, the higher 

value, the bigger of data size transmitted per second, usually keep the default setting.  

Data Baud Rate: This represents the rate of data transmission port of internal radio, this rate 

should be the same in both Base and Rover.  

Channel: This is the communication channels for internal UHF, the value of the channel must 

be the same both in Base and Rover. 

Power: This appears only in Base mode, the radio transmitting power is allowed to define in 

High, Middle or Low power. 
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Protocol: This is radio communication protocol for data transmission, SOUTH and TRIMTALK 

are optional in this page and SOUTH is the default setting, if it is changed, Base and Rover must 

use the same protocol for communication. 

Factory Default: Click this button to restore the factory default for internal UHF module.  

 

Fig. 3-36 Radio parameters 

Radio Frequency 

For Net S10mini, the powerful internal radio module supports much more radio channels apply 

to the legal frequency in different countries or areas. There are 16 radio channels listed in this 

page after clicking on radio frequency. Users are able to change the frequency freely in the 

channel spacing, click Restore button to bring the frequency of each channel back to default 

setting. 
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Fig. 3-37 Radio frequency 

3.4.8 Beacon Config 

This function is reserved for the beacon receiver, because this web UI is also able to compatible 

with hydrographic products. It is not for Net S10mini receiver. 

 

Fig. 3-38 Beacon config 

3.4.9 Firmware Update 

Update the latest firmware for receiver or for corresponding modems can be done in “Firmware 

Update”. 

Firmware Update 

This page displays all the information of the firmware which current installed on Net S10mini, 

and it allows to update the latest version firmware for receiver. To get latest version firmware 

please contact with SOUTH technician. 
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Fig. 3-39 Firmware update 

How to upgrade the firmware with Local Update 

a) Click on “Browse” button to load firmware file (Please take in mind that the firmware is 

ended with .img as the extension name). 

b) And then click “Installation” button to start upgrading. 

 

Fig. 3-40 Upload firmware 

c) After the firmware is completed upgrading, a dialog will appear saying “Firmware updated 

successfully! Host reboot, please log in later…”, then the receiver will restart automatically. 
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Module Update 

This page is used to update the firmware for corresponding modem such as OEM board, radio 

module and sensor.  

OEM update: 

Regarding to Net S10mini, we mostly use the function OEM update here to update OEM board 

firmware, the firmware of OEM board update here should be with img format, if you have no 

this firmware, please contact with SOUTH support team for the file.  

Radio update: 

And sometimes we need the update for internal radio module if the receiver is installed the radio 

module (optional). 

Sensor update: 

This is mainly used to update the firmware for sensors installed in RTK receiver. 

 

Fig. 3-41 Module update 
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3.4.10 Track Manage (reserve for RTK receiver) 

Parameter setting 

Here is the function mainly reserved for RTK receiver for track recording. Because Net S10mini 

is fixed as a base station, this track function is not suitable for it. 

Check on the box of “RecordEnable” to activate track recording function, and choose a proper 

recording interval in dropdown list of “RecordInterval”. 

 

Fig. 3-42 Track manage 

 

Data Download (available on RTK receiver) 

On this page, users can download the track data file from receiver. Choose the recording date and 

click “Get Data” to load all the data files recorded at that day, then choose the files and click 

download button. 
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Fig. 3-43 Data download 

3.4.11 Coordinate System (reserve) 

Net S10mini allows users to setup the local coordinate system on internal web UI management. 

The instrument would output the local coordinates according to this coordinate system.  

 

Fig. 3-43 Coordinate system 
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3.4.12 Online Service 

This function is mainly used with the SOUTH cloud platform, manage the receiver on the cloud, 

such as set up the parameters, update firmware, remote management, register the license, monitor 

the status of receiver, and so on. 

And it is also to upload data stream to the cloud server with entering the IP, port, assigned 

username and password. 

 

Fig. 3-44 Online service 

3.4.13 User Management 

As we mentioned at the beginning of this chapter, Net S10mini has different roles to manage the 

receiver to to protect the safe of use of the receiver. 

It is used for adding and managing account. Only the administrator can change any parameters 

of the receiver and manage users; and ordinary users can only view and set up regular parameters 

for receiver, but cannot do any changes. 
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Fig. 3-45 User management 

3.4.14 Help 

In this page, the administrator can get help and check the log book of receiver (the log book can 

help to backtrack the working status of receiver). 

 

Fig. 3-47 Help 



                                       Net S10mini User Manual 

44 
 

Appendix Net S10mini technical specifications 

GNSS   

Channels 965, 336(Optional) 

BDS B1, B2, B3 

GPS L1C/A, L1C, L2C, L2E, L5 

GLONASS L1C/A, L1P, L2C/A, L2P, L3 

GALILEO E1, E5A, E5B, E5A+B, E6 

SBAS 
L1C/A, L5 (Just for the satellites supporting L5), WAAS, MSAS, 

EGNOS, GAGAN 

QZSS L1 C/A, L1 SAIF, L2C, L5, LEX 

IRNSS L5 

Positioning output rate 1Hz~50Hz 

Initialization time  < 10s 

Initialization reliability   >99.99% 

Positioning Precision   

Code Differential GNSS 

Positioning 
Horizontal: 0.25 m + 1ppm RMS       Vertical: 0.50 m + 1ppm RMS 

SBAS positioning accuracy Typically <5m 3DRMS 

Static GNSS Surveying Horizontal: 2.5 mm + 0.5ppm RMS     Vertical: 5 mm + 0.5ppm RMS 

Real-Time Kinematic  Horizontal: 8 mm + 1ppm RMS        Vertical: 15 mm + 1ppm RMS 

Network RTK Horizontal: 8 mm + 0.5ppm RMS      Vertical: 15 mm + 0.5ppm RMS 

Physical   

Dimension(mm) 184(L)×134(W)×54(H) 

Weight 1.2kg 

Material Aluminum alloy shell 

Environmental   

Operating -40℃~+75℃ 
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Storage -45℃~+85℃ 

Humidity Relative humidity, 10%~100% condensing 

Waterproof/Dustproof 
IP68 standard, protected from long time immersion to depth of 1.5m 

IP68 standard, fully protected against blowing dust 

Shock and Vibration Withstand 2 meters pole drop onto the cement ground naturally 

Electrical   

Power 4.6W 

Power Supply 
9-36V DC, 3 separate interfaces for power supply with over-voltage 

protection 

Communications   

Ethernet adapter Supports TCP/IP data stream, Ntrip Server,Client, Caster, HTTP, FTP 

Serial port Navigation data, static data and differential correction data transmission 

Bluetooth Bluetooth 2.1+EDR,2.4GHz 

WiFi 2.4GHz,IEEE 802.11b/g/n, supports hotspot and client mode 

Radio  Optional 1W/2W/3W 

Cellular mobile network 3G/4G 

I/O Port 

RJ45 network port 

7-pin LEMO +external USB(OTG) 

5-pin LEMO interface 

SIM card slot 

1 UHF antenna interface 

1 GPRS antenna interface 

Data Storage/Transmission   

Storage 

8GB SSD internal storage, 1TB extendable 

Automatic cycle storage (The earliest data files will be removed while the 

memory is not enough) 

Support external USB storage 

The customizable sample internal is up to 50Hz  

Static format STH, Rinex2.x, Rinex3.x, Binex 
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Data Transmission 
Plug and play mode of USB data transmission 

Support FTP/HTTP data download 

Data Format 

Differential data format: CMR+, CMRx, RTCM 2.1, RTCM 2.3, RTCM 

3.0, RTCM 3.1, RTCM 3.2, sCMRx 

GPS output data format: NMEA 0183, PJK plane coordinates, Binary 

code, Trimble GSOF 

Network model support: VRS, FKP, MAC, fully support NTRIP protocol 

User Interaction   

Operating system Linux 

Buttons Eight-button operation, visual operation, convenient and efficient 

Indicators WiFi, Bluetooth, Data interaction, Data recording, Power, Battery 

Webserver 
Allows to control and monitor the receiver in webserver through WIFI, 

LAN and WAN connection, freely to configure receiver 

Web language 
Status and operation voice guide, support to customize local language, 

Chinese/English/Korean/Spanish/Portuguese/Russian/Turkish supported 

Open platform 
The OpenSIC observation data format and interactive interface support 

secondary development 

 

 

 

 


